
LENTICULAR HOUSINGS 

FEATURES: 

• Design Provides Easy Loading/Unloading & Access

• Fits DOE Flat Gasket Lenticular Cartridges in 12” & 16”

• Comes with 1.5” TC Butterfly Valves, Sanitary Gauges & Clamps

• O-Rings Are Offered in Buna-N, EPDM, Viton Or Silicone

• Electropolished Exterior & Interior For Sanitary Applications

• Adjustable Centre Rod Option

• Heavy Duty Supported Legs

• 1/2” TC Vent & Drain

304 & 316 STAINLESS STEEL, SANITARY HOUSING 

SPECIFICATIONS: 

• Material of Construction: 304 Or 316 Stainless Steel Mirror Polish Finish

• Maximum Allowable Pressure: 145 PSI

• Maximum Allowable Temperature: 230°F (110°C)

• Finish: 20 RA Electropolish

• Inlet/Outlet Size & Type: 1.5” Tri-Clover Connections

APPLICATIONS: 

• Pharmaceutical

• Cosmetic

• Food & Beverage

• Utilities

• Cannabis

• Edible Oils

1-1367 Osprey Drive, Ancaster ON L9G4V5   Ph: (905)-304-8157    Fax: (905)304-9227    info@novafiltrationtech.com 

Visit Nova Filtration Technologies’ website for all your filtration needs.      www.novafiltrationtech.com 

Nova Filter Diameter Number of Cartridges Material of Construction 

NF 12 DB 2 - 

12” = 12  

16” = 16  

1 High = 1 

2 High = 2 

3 High= 3 

4 High = 4 

304 SS = 304 

316 SS = BLANK 

BUILDING A PART NUMBER 

*Custom configurations  may be available upon request




