
STANDARD FELT LIQUID FILTER BAGS 
FEATURES: 
•

• All Industry Standard & Custom Sizes Available
• Broad Chemical Compatibility
• High Flow/Low Pressure Drop
•

•

• Temperature Ratings: 200°F (PO), 275°F (PE), 425°F (HT) & 500°F (Teflon®)

*

Media Type Micron Rating Bag Dimensions Ring/Flange Styles 

PE 10 P2 S 

Polyester = PE 

Polypropylene = PO 

Nomex® = HT 

Teflon® = PTFE 

1  50 

3*  75 

5  100 

10  200 

  25 
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“Bag 
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Chart 

Galvanized Steel = S  F-Flange = F 

Stainless Steel = SS   OSS Flange = OSS 

Polypropylene Ring = PP     Drawstring = DS 

Titanium = T  No Ring = NR 

P Flange = P  Santoprene = E 

BUILDING A PART NUMBER 

Size Diam. Length 

P1 7.06” 16.5” 

P2 7.06” 32.0” 

P3 4.12” 8.0” 

P4 4.12” 14.0” 

P5 4.12” 24.0” 

P7 5.50” 15.0” 

P8 5.50” 21.0” 

P9 5.50” 31.0” 

P11 8.50” 16.0” 

P12 8.50” 32.0” 

C1 7.31” 16.5” 

C2 7.31” 32.5” 

RP-1 8.0” 30.0” 

RP-2 8.0” 40.0” 

PC-1 9.0” 20.0” 

PC-2 9.0 30.0” 

X1 4.35” 8.0” 

X2 4.35” 14.0” 

XO1 6.0” 22.0” 

FELT BAG MATERIALS: 

•

• Silicone-Free Construction
• High Dirt Holding Capacity & Low Cost
•

•

3 Micron not offered in Nomex® & Teflon®  **Custom configurations  may be available upon request
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1-1367 Osprey Drive, Ancaster ON L9G4V5   Ph: (905)-304-8157    Fax: (905)304-9227    info@novafiltrationtech.com 

Visit Nova Filtration Technologies’ website for all your filtration needs.      www.novafiltrationtech.com 

Micron Ratings From 1 To 200

Sewn Or Fully-Welded Construction With Handles On All Bags
Choice Of Steel Or Plastic Flange

Polypropylene & Polyester Materials Meet 

Ability To Remove Both Solid & Gelatinous Particles

Glazed/Singed Finish On Polypropylene &
Polyester Reduces Fiber-Shedding

FDA Regulations For Food Contact Under 
CFR21, Section 177.1520

Constructed using 100% synthetic fibers in Polypropylene, Polyester, Nomex® & 
Teflon®. The proper combinations of fiber diameters, weights and thicknesses 
result in an economical depth filter media. To reduce fiber migration, Polypropylene 
bags are treated with a glazed finish, while Polyester & Nomex® bags are singed. 




